Rlphacom 32 

USERS MANUAL 




INTRODUCTION The Alphacom : 

Sinclair ZX81 '-, or Sinclair Spectrur 

power supply unit. 



; The- fir 






iS plaslic molded c; 



ping it with a slightly damp cloth. Do not use any type of w 
Figure 1 ii jstrates the major components of (he printer. The paper cove 
to permit a roll ol paper to be loaded and positioned 

Pressing the ON-aDvanCE butter :'•: oijices the printer in the print! 
Advances pispc- as ic— as :! is lv.-!c awn. See sc;:t-s- :i SELF-TEST r 
tional functions ot the ON/ADVANCE button Pressing Ihe OFF button (31 ta 
out of the printing mode it also stans and stops SELF-TEST mode describ 



CONNECTING POWER TO YOUR PRINTER ' 

rate power adaptor which can be plugged into 
Power Adaptor. Since power is applied to Ihe 



CONNECTING TO YOUR COMPUTER Before co 
REMOVE POWER PLUGS from the computer anc 

pack, disconnect it from the computer. The edge sc 



now ready to load Ihe paper. 
PRINTER PAPER The printe 



■cling anything to your c 



#^ 



Make sure 




ol paper 


salwe 


paper is impc 


rtant for cor re 




on oil 




heal transfer, 


smearin; 


l.andt 



LOADING ROLL PAPER INTO THE PRINTER Paper loading mi 


iy be easily accompli: 


STEP1: Open the paper receptacle cover. 




STEP 2: Place the paper roll in the printer paper tray with : 
Irom underneath the roll. Insert the leading edge of Ihe paper bel 
press the ON/ADVANCE burton The paper will feed automatica 


ibout 6" of paper coi 
owlhe rubber platen 
lly. See Figure 2. 



STEP 3: Reroll sry orjii; iiaiitr coming iom jnciineAlr- fie paper roll. Grasp the 

transparent cover IMPORTANT: The leading edge of the paper musl remain oulside ot 
the cover. See Figure 3. 

STEP 4: Confirm that the paper is feeding correctly by pressing the ON/ADVANCE 
switch. Check thai the paper feeds smoothly, evenly, and remains properly centered within 
the thermal head area. See Figure 4 When you are satisfied that the threading is correct. 
the excess paper may be removed by using the built-in paper tearing edge 

REMOVING A PARTIAL ROLL OF PAPER In the event that a partially used roll of paper 



al ON IAD VANCE si 



CUSTOMER SERVICING OPERATIONS 



s. Refer lo the enclosed Warranty ci 



OFF button once while holding the ON/ADVANCE button down Iben releasing Ibe 
ON/ADVANCE button. To stop SELF-TEST, press the OFF button. To reset printer into 
printing mode press ON/ADVANCE button. 

PAPER JAMS Under normal operation there should be no problem with paper jamming 
in the mechanism. In Ihe euent lhat small roll-ends ot paper ere removed or reinstalled in 
re should be taken that the tightly curled paper does not wrap under the 
bar during the loading operation. II this occurs, the paper may begin lo wrap 
the platen, unlll a thick roll ot paper Builds up between the pressure plate and the 
"■ i stalling the prm:c r his .3 adiftci.: situation to remedy, since the platen 



1. Tear oft and remove the paper roll Irom Ihe paper !;<>m:Mri-. 
l.-iviv ::v l;iy(;r ■.villi ;i very t'uvp ■cure aid null paper oul. Do not cut II" 

CAUTION: Neve- use or p'aoc tools, bc^vce-: !fe t-CMia heads 
probability of damage to the heads is very high under Itiese circumsta 



WARRANTY For service under warranty, the printer must Be returned 10 an authorised 

A -r-jcom Service Center. Co-Had the Service Center BEFORE returning the prinler or 
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